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Data sheet

H.265 Embedded Ultra HD(4K) Decoder

Key Features:
• 4 HDMI outputs, all supporting 1080P HD 

video, among which HDMI1 and HDMI3 
support 4K ultra HD output

• Support 4 VGA outputs, 4 BNC outputs
• Support PS, RTP, TS, ES and other 

mainstream packaging formats (platform 
mode)

• Support NTSC and PAL standards
• Support H.265 HP/MP/BP and H.264 HP/ 

MP/BP mainstream encoding formats
• Support 8MP(8CH), 4MP(16CH), 1080P 

(32CH), 720P(64CH) real time
• Support G.711A, G.711U audio format 

decoding
• Support 1 audio input, 4 audio outputs
• Support 1 audio intercom

Specification

Ordering Information
Model Description

HSD-0400 H.265 4-channel Ultra HD decoder
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About Johnson Controls
At Johnson Controls, we transform the environments where people live, work, learn and play. From optimising building 
performance to improving safety and enhancing comfort, we drive the outcomes that matter most. We deliver our promise 
in industries such as healthcare, education, data centers, and manufacturing. With a global team of 105,000 experts in 
more than 150 countries and more than 130 years of innovation, we are the power behind our customers’ mission. Our leading 
portfolio of building technology and solutions includes some of the most trusted names in the industry, such as Tyco®, York®, 
Metasys®, Ruskin®, Titus®, Frick®, Penn®, Sabroe®, Simplex®, Ansul® and Grinnell®. 

For more information, visit www.tyco-apac.com

Working Parameters
Operating System Embedded Linux

Compression Standard H.265 HP/MP/BP, H.264 HP/MP/BP

Video Input
HDMI×1: Support 1920×1080, 1600×1200, 1680×1050, 1440×900, 1400×1050 , 1366×768, 
1280 ×1024, 1280×960, 1280×800, 1280×720, 1152×864, 1024×768, 800×600 and other 

resolutions

Video Output
HDMI×4: 3840×2160(only supported by odd numbered ports), 1920×1080, 1280×1024

VGA×4: 1920×1080, 1280×1024
BNC×4: CVBS SD

Frame Rate 1-50FPS/CH (PAL), 1-60FPS/CH (NTSC)

Decoding Resolution 8MP, 5MP, 4MP, 3MP, 1080P, 960P, 720P, WD1, D1, CIF

Decoding Capacity 8MP(8CH)/4MP(16CH)/1080P(32CH)/720P(64CH) real time

Split Screen 1/4/9/16/25/36

Splicing Mode 1×2, 2×1, 2×2 splicing mode

Audio Output RCA×4

Voice Intercom Audio input × 1, audio output × 1, 3.5mm audio interface  
(Level: 2.0Vp-p, impedance: 1kΩ)

Network Interface Gigabit Ethernet port × 2, support load balancing and backup

Alarm Interface Alarm input×8, alarm output×8

Serial Interface RS485×1, RS232×1

USB Interface USB3.0×1, USB2.0×1

Power Supply DC12V

Power 40W

Size (mm) 380 (W) x 268 (D) x 45 (H)

Weight 2kg

Working Environment Temperature -20°C~50°C

Working Environment Humidity 5%~95% (non-condensing)


